mE AMETEK TYPICAL MOTOR PERFORMANCE

ADVANCED MOTION SOLUTIONS

TEST N® ; 22143 DATE : 19/04/2017

MOTOR TYPE : 065900006 VOLTAGE : 230,0 HEZ ; 50 Hz
NAME : APPLIANCE :

NOTE : R045/16 - 5085/125 - U5106

PROVENIENZA AEM WK 04/2017

Orifice Voltage Current Power Power Speed Vacuum Vacuum Vacuum Air Flow Air Efficiency |
mm Volt Amps Watts in | Corrected rpm mmH20 | Corrected | Corrected I/sec. Watts (%)
Watts in mmH20 kPa
43 230,1 6,63 14584 14632 20280 90 90 0,88 41,6 36,8 2,51
| 40 230,1 6,59 14491 14539 20220 181 181 1,78 40,9 72,8 501 |
i 30 230,1 6,60 14505 1455,2 20100 480 491 4,81 37,9 182,5 12,54
| 23 2301 6,61 14519 14567 20040 1018 1021 9,99 321 3217 22,08
18 2301 6,54 14379 14426 20100 1466 1469 14,38 26,3 378.8 26,26
16 230,2 6,32 13909 13954 20580 1825 1829 17.90 20,8 3731 26,74
13 230,3 5,99 13204 13243 21180 2148 2153 21,06 149 314,5 23,74
10 230,2 5.53 12247 12287 22200 2457 2462 24,09 94 2277 18,53 i
6,5 2303 501 11141 11178 23520 2792 2798 27,38 42 116,5 10,42 ,
0 2304 4,55 1016,8 1020,1 24600 3301 3308 32,37 0.0 0.0 0,00
VOLTMETER : NORMA D6100 AMPEROMETER . NORMA D6100 WATTMETER : NORMA D6100
AMBIENT C° : 23,10 ATM.PRESS. mmHg : 763,04 RH % : 16,20
AIR DENSITY RATIO : 0,993

CORRECTION FACTORS IN TERMS OF AIR DENSITY (20°C - RH50% - 760 mmHg)

WIN CORRECTION FACTOR : 1,003 DEPRESSURE CORRECTION FACTORE H : 1,002
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